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Above illustration indicates the adaptability of Corrugated Galvanized-Concrete Fence 

for enclosing manufacturing properties 
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We believe the Corrugated Galvanized- 




Concrete Fence is the most satisfactory 
Fence made. Like all good things, it costs 



a little more but is cheaper in the long run 
This fence insures 



Privacy 



> 



Permanency 



Dignity 



Construction Details 
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END VIEW 
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Dl ML OF BASES FOR POSTS 






Construction Details 



CONCRETE CURBING "A" is generally made with a 
mixture of one part Cement, 3 parts Sand and 5 parts Gravel, 
and is built at a depth of about L8 inches below and 11 inches 
above the ground level. 

POST BASE "B" is cast with the Curbing " \." and care 
should be taken that the Pocket "C" (shown on detail of Base for 
Posts) be properly made. 

CONCRETE POSTS "D" are generally made of a mixture 
of one part Cement, 2 part> Sand and 4 parts Gravel, reinforced 

with G one-quarter inch square bars located about one inch from 

the outer edge, which makes a very rigid po^t and is designed for 
a maximum wind pressure against the fence. The Angle Support 
"E" should be made of 3" x y 2 " liars and be built in the Concrete 
Post. These Posts are cast separately from the base, enablii 
same to lie plumbed, lined and cast more easil 

ANGLES "F" are 5" x 3#" x 5/16" in size, 17 feet long, 
the 3y>" leg being set vertically, and the angles should be placed 
in position when erecting post, facilitating the erection. 

CORRUGATED SHEETING "G" should be made of !V 2 " 
Galvanized Corrugated — *Keystone grade, the -beets being 26 
inches wide after corrugating and 84 inches long; all edges being 
re-squared, and the sheets erected 24 inches to the weather and 

riveted to the angles by %" Rivets "H." 

P UNITING: All Sheeting Laps should be painted with one 
coat of paint before erection and the surface of the sheets should 
be left to weather for about 6 months, when they should be 
painted with one coat of paint. 

The Angle Supports "E" and Angles "F" should be painted 
when the fence i 1 - erected. 



* Keystone is our bra ml for Copper Steel Sheets 



If the erection details are carefully followed, and the proper materials are 
used, we can assure results that will be eminently satisfactory. This Fence 
possesses many marked advantages over other forms of construction for similar 

purposes. 
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APOLLO- KEYSTONE Copper Steel 

Galvanized Sheets 



*>4J?|( Rl* vS 

PITTSBURGH 

kStstSie 



Highest Quality Galvanized Sheets Manufactured 






//<:/ without a beer " 



Unequaled for Corrugated Galvanized-Concrete 
Fences, Roofing, Siding, Tanks, Flumes and all 



forms of exposed sheet metal work. These sheets 
insure maximum service and resistance to cor- 
rosion. You should use no other. Look for the 
Keystone added below regular Apollo stencil. 
Write for full information. 
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American Sheet and Tin Plate Company 

Manufacturers of Sheet and Tin Mill Products 

of every description 

— Including — 

Apollo Best Bloom Galvanized Sheets 

Keystone Copper Steel Galvanized Sheets 

Black Sheets of Every Description 

Corrugated Sheets 

Automobile Sheets 

Electrical Sheets 

Planished Iron Sheets 

Polished Steel Sheets 

Special Sheets 

Formed Roofing and Siding Products 

Keystone Copper Steel Roofing Tin 

Long Terne Sheets 

Bright Tin Plates 

Black Plate, Etc. 
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